INFORMATION THAT CAN BE
RECEIVED BY THE SLR200

¢ Name of vessel

MMSI number

Position
Speed (SOQ)
e Course (COG)

* Type of vessel

Call sign

Heading

Rate of turn

Navigational status

Vessel dimensions

Destination

SLR200G

An optional model,
SLR200G, is available
fitted with an internal
GPS receiver. When
connected to an
external GPS antenna

the unit outputs its own
vessels position, course
and speed, together
with the AlS data. This
provides GPS and AIS
data to the PC or Chart
Plotter via only one port.

Be safe at sea

The SLR200 is a low cost dual channel AIS Receiver, designed specifically for
the leisure marine, fishing boat and vessel monitoring markets. It enables
boats sailing in busy shipping lanes to receive AlS (Automatic Identification
System) information being transmitted from Class A transponders, as fitted to
vessels over 300 tons, and non-mandatory Class B transponders, as fitted to
small commercial and leisure craft.

Connected to an onboard PC running a compatible Navigation Program, or a
dedicated Marine Chart Plotter, the information can be displayed on screen
giving the skipper or navigator a visual interpretation of the name, position,
course and speed of vessels within VHF range. The dual channel parallel
receiver ensures that you receive the most up to date information regarding
vessels position, speed and heading, providing accurate plotting of vessels.

a low cost method of monitoring the position, speed and heading
of other vessels within VHF range

the ability to plot the progress, changes in heading and speed of
other vessels on the screen of an onboard PC or Chart Plotter

a vessels name, call sign and MMSI number to call up the target
vessel on a DSC radio and ascertain their intentions







